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TUBING PART BURST
NUMBER I.D. X O.D. PRESSURE (PSI) 4:1 FACTOR 3:1 FACTOR

ATE-018 1/16" X 1/8" 721.67 180.41 240.56

ATE-532 3/32" X 5/32" 593.77 148.44 197.92

ATE-316 1/8" X 3/16" 453.55 113.39 151.18

ATE-014 5/32" X 1/4" 549.77 137.44 183.21

ATE-516 3/16" X 5/16" 526.00 131.50 175.33

ATE-038 1/4" X 3/8" 475.88 118.97 158.62

ATE-012 21/64" X 1/2" 462.22 115.55 154.07

ATE-058 13/32" X 5/8" 449.44 112.36 149.81

ATE-034 1/2" X 3/4" 375.66 93.91 125.22

ATE-04M 2.5mm X 4mm 593.77

ATE-06M 4mm X 6mm 549.77

ATE-08M 5mm X 8mm 526.00

ATE-10M 6.5mm X 10mm 475.88

ATE-12M 8mm X 12mm 462.22

ATE-16M 11mm X 16mm 449.44

148.44 197.92

137.44 183.21

131.50 175.33

118.97 158.62

115.55 154.07

112.36 149.81

Average Burst Pressure
of ATP Polyurethane

Hose and Tubing

Based on independent testing conducted by the Ohio State University Engineering
Technologies Division during June and July of 1992. Maximum error for pressure transducer
is 2 PSI both before and after testing. Complete test results available upon request.

Testing conducted at 70 degrees F.


