® Striper™

VANRLC. Hybrid PVC

ADVANCED Hose & Assemblies

TECHNOLOGY Assembly Package Lengths
PRODUCTS (,/ors Available 25' 50" 100°

Black tube, Clear Bulk Package Lengths
cover w/ red stripe
100’ 250’ 500°

ATP Striper™ Hybrid PVC hose is manufactured with a polyester
spiraled yarn allowing the hose to be used in higher working pressure
applications. Striper™ Hybrid PVC hose was designed to remain
highly flexible in extreme cold temperatures.

Part Numbering System
STH 12-25 BKR 2
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e . STH14-25BKR2 1/4 7116 1.000” 1/4” Male Rigid 25' 1.46
Specifications - - — ,
STH14-50BKR2 1/4 7116 1.000 1/4” Male Rigid 50 2.92
Temperature Range: STH14-100BKR2 114 7116 1.000" 1/4" Male Rigid 100 5.84
-40°F To +180°F STH38-25BKR2 3/8 9/16 1.625” 1/4” Male Rigid 25 2.26
.3 STH38-50BKR2 3/8 9/16 1.625” 1/4” Male Rigid 50’ 4.51
S STH38-100BKR2 3/8 916 1.625" 1/4” Male Rigid 100’ 9.02
Hardness: £ —
o STH38-25BKR3 3/8 9/16 1.625” 3/8” Male Rigid 25’ 2.26
Shore A62 PVC ﬁ STH38-50BKR3 3/8 9/16 1.625” 3/8” Male Rigid 50’ 451
STH38-100BKR3 3/8 9/16 1.625” 3/8” Male Rigid 100 9.02
Working Pressure: STH12-25BKR4 112 3/4 2,640 1/2’ Male Rigid 25’ 3.33
300 PSI @ 70°F STH12-50BKR4 172 3/4 2.640: 1/2: Male ng!d 50'4 6.67
STH12-100BKR4 112 3/4 2,640 1/2’ Male Rigid 100 13.33
STH14ABKR 1/4 7116 1.000” NA 100 5.84
Features » STH14BBKR 1/4 7/16 1.000” NA 250' 14.60
Abrasion Resistant _g STH14CBKR 1/4 7116 1.000” NA 500’ 29.20
= STH38ABKR 3/8 916 1.625" NA 100 9.02
Lightweight zo STH38BBKR 3/8 ane 1.625" NA 250° 2255
) STH38CBKR 3/8 916 1.625” NA 500’ 45.10
% STH12ABKR 112 3/4 2.640” NA 100 13.33
Excellent FIexibiIity o STH12BBKR 12 3/4 2.640” NA 250’ 33.33
STH12CBKR 112 3/4 2.640” NA 500’ 66.65
Supplied Fittings for Assemblies
Applications Part Number Nominal ID (IN) Thread
General Water & Air STH14-2MSBR 1/4 1/4 Male NPT Rigid
STH38-2MSBR 3/8 1/4 Male NPT Rigid
STH38-3MSBR 3/8 3/8 Male NPT Rigid
STH12-3MSBR 1/2 3/8 Male NPT Rigid
STH12-4MSBR 172 1/2 Male NPT Rigid




