
ATP Vinyl-Flex™ PVC NSF 61® is suitable for general, low-pressure, industrial ap-
plications for the conveyance of liquids and semi solids. It also certified with FDA 
regulations and is NSF 61® certified for use in potable water and food and beverage 
applications. Although it is not intended for use in higher pressure applications, it does 
provide good chemical resistance, is lightweight, flexible and economically priced.
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PVC 18 14 A NA
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PVC18-14ANA* .125 .250 65 100’ 2.2

PVC316-14ANA .187 .250 50 100’ 1.17

PVC316-516ANA* .187 .313 55 100’ 2.69

PVC316-38ANA .187 .375 60 100’ 3.75

PVC14-38ANA* .250 .375 55 100’ 3.35

PVC14-716ANA .250 .438 55 100’ 5.53

PVC14-12ANA* .250 .500 60 100’ 7.89

PVC516-716ANA* .312 .438 50 100’ 3.88

PVC516-12ANA .312 .500 55 100’ 6.37

PVC516-916ANA .312 .563 60 100’ 9.22

PVC38-12ANA* .375 .500 45 100’ 4.65

PVC38-916ANA* .375 .563 50 100’ 7.47

PVC38-58ANA .375 .625 55 100’ 10.65

PVC716-916ANA .437 .563 35 100’ 6.6

PVC12-58ANA* .500 .625 30 100’ 6.0

PVC12-1116ANA .500 .688 40 100’ 9.50

PVC12-34ANA* .500 .750 45 100’ 13.07

PVC58-34ANA* .625 .750 30 100’ 7.10

PVC58-1316ANA .625 .813 35 100’ 12.32

PVC58-78ANA* .625 .875 40 100’ 15.72

PVC34-1ANA* .750 1.000 35 100’ 18.37

PVC34-54ANA .750 1.250 45 100’ 20.0

PVC78-118ANA .875 1.125 30 100’ 33.10

PVC1-54ANA* 1.000 1.250 25 100’ 23.99

PVC1-138ANA 1.000 1.375 30 100’ 37.0

PVC54-64ANA* 1.250 1.500 20 100’ 29.0

PVC54-1582ANA* 1.250 1.625 30 50’ 44.60

PVC64-1782ANA* 1.500 1.875 30 50’ 52.7

PVC2-2.52ANA*+ 2.000 2.500 20 50’ 30.7

* = Stock Packaged Length   + = Non NSF 61® Size Certified

Specifications
Temperature Range: +15˚F To +150˚F

Hardness: Shore A 73 PVC
Meets FDA Requirements

USP Class VI Rated Materials
NSF 61® Certified & RoHS Compliant 

Reach Prop 65
Tolerances:

1/8” - 1/2” I.D.: + 0.004/- 0.008
5/8” - 1” I.D.: + 0.008/ - 0.012

1.25” - 1.5” I.D.: + 0.012/ - 0.016
2” I.D.: + 0.016/ - 0.020

Features
Lightweight

Flexible
Food Grade

Clear
DEHP Free

Applications
Beverage Dispensing

Drain
Potable Water

Laboratory
Low Pressure Air

Distilled Water Transfer
Light Vacuum

Vinyl-Flex™ PVC NSF 61®

Tubing
NEW STOCKITEMS

Package Lengths
A = 100’       2A = 50’

Colors Available
Clear


