' Soft Polyurethane Braided
ATE aovancen HOSE & Assemblies

TECHNOLOGY
PRODUCTS

» Ergonomic

« Lightweight - Lightest weight hose available
* Qutstanding Flexibility

* Kink resistant

ATP's Soft-Hose features a 60 Durometer polyurethane inner and outer tube which provides amazing flexibility and
increased operator comfort. A sturdy, nylon-reinforced braid between the inner and outer tube allows for a higher
working pressure. Heat, cold and oil resistant.

SOFT-HOSE

SPECIFICATIONS SH 6.5- 25 LG 2
Durometer....ccceveeveieeenienennnnes Shore A 60 I I I I I
Working Pressure.................. 120 PSI . .

Working Temperature............ 23°F to 140°F ] Q'“ii; 0&\9 \?@@ ®0&° &ﬁ;
Color Code: Qo\“’\z;ﬂ~ © e@"? N

GY = Grey LG = Light Green © i

NB = Navy Blue OR = Orange

Check size for color availability. Click on the part number to add the item to the shopping cart.

Part Nominal Supplied Weight Per Min. Bend

Number 1D Color Length Fittings Foot (O7) Radius

8 SH6.5-25_2 1/4" LG, OR* 25’ 1/4” NPT Rigid .67 1.57"
— SH6.5-50_2 1/4" LG, OR* 50’ 1/4” NPT Rigid .67 1.57"
Kol SH6.5-100 2 1/4" LG, OR* 100’ 1/4” NPT Rigid .67 1.57"
E SH8-25_2 5/16” LG, NB, OR* 25’ 1/4” NPT Rigid .90 2.00”
8 SH8-50_2 5/16” LG, NB, OR* 50’ 1/4” NPT Rigid .90 2.00"
()8 SH8-100_2 5/16” LG, NB, OR* 100’ 1/4” NPT Rigid .90 2.00"
< SH11-25_3 7/116" GY, LG, NB 25’ 3/8” NPT Rigid 1.51 2.56"
SH11-50_3 7/116" GY, LG, NB 50’ 3/8” NPT Rigid 1.51 2.56"
SH11-100_3 7/16” GY, LG, NB 100’ 3/8” NPT Rigid 1.51 2.56"

Part Nominal Supplied Weight Per Min. Bend

(7)) Number 1D Color Length Fittings Meter (OZ) Radius
O SH6.5A 1/4" LG, OR* 20 Meters NA 2.19 1.57"
-.g SH6.5B_ 1/4" LG, OR* 50 Meters NA 2.19 1.57"
- SH6.5C__ 1/4" LG, OR* 100 Meters NA 2.19 1.57"
(T SH8A__ 5/16” LG, NB, OR* 20 Meters NA 3.76 2.00"
®) SH8B__ 5/16” LG, NB, OR* 50 Meters NA 3.76 2.00"
Z SH8C__ 5/16” LG, NB, OR* | 100 Meters NA 3.76 2.00"
é SH11A _ 7/116" GY, LG, NB 20 Meters NA 4.94 2.56"
> SH11B __ 716" GY, LG, NB 50 Meters NA 4.94 2.56"
(a1] SH11C _ 7/116” GY, LG, NB 100 Meters NA 4.94 2.56"
SH1/2CLG e LG 100 Meters NA 5.91 4.00"

*Please advise color choice when ordering. Effective 10-07

PO Box 335 Phone: 937.349.4055
12740 State Route 4 Fax: 937.349.4155
Milford Center, OH 43045-0335 E-Mail: info@atp4pneumatics.com


http://www.atp4pneumatics.com/catalog.asp?prodid=603368&showprevnext=1
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Click on the part number to add the item to the shopping cart.




